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(iii) An anchorage ground specified in 
part 110 of this chapter. 

(iv) An area within one-half nautical 
mile of any U.S. shore. 

(e) A tanker equipped with an inte-
grated navigation system, and com-
plying with paragraph (d)(2) of this sec-
tion, may use the system with the auto 
pilot engaged while in the areas de-
scribed in paragraphs (d)(3) (i) and (ii) 
of this section. The master shall pro-
vide, upon request, documentation 
showing that the integrated navigation 
system— 

(1) Can maintain a predetermined 
trackline with a cross track error of 
less than 10 meters 95 percent of the 
time; 

(2) Provides continuous position data 
accurate to within 20 meters 95 percent 
of the time; and 

(3) Has an immediate override con-
trol. 

[CGD 91–203, 58 FR 27633, May 10, 1993, as 
amended by CGD 91–203, 58 FR 36141, July 6, 
1993] 

§ 164.15 Navigation bridge visibility. 
(a) The arrangement of cargo, cargo 

gear, and trim of all vessels entering or 
departing from U.S. ports must be such 
that the field of vision from the navi-
gation bridge conforms as closely as 
possible to the following requirements: 

(1) From the conning position, the 
view of the sea surface must not be ob-
scured by more than the lesser of two 
hip lengths or 500 meters (1640 feet) 
from dead ahead to 10 degrees on either 
side of the vessel. Within this arc of 
visibility any blind sector caused by 
cargo, cargo gear, or other permanent 
obstruction must not exceed 5 degrees. 

(2) From the conning position, the 
horizontal field of vision must extend 
over an arc from at least 22.5 degrees 
abaft the beam on one side of the ves-
sel, through dead ahead, to at least 22.5 
degrees abaft the beam on the other 
side of the vessel. Blind sectors forward 
of the beam caused by cargo, cargo 
gear, or other permanent obstruction 
must not exceed 10 degrees each, nor 
total more than 20 degrees, including 
any blind sector within the arc of visi-
bility described in paragraph (a)(1) of 
this section. 

(3) From each bridge wing, the field 
of vision must extend over an arc from 

at least 45 degrees on the opposite bow, 
through dead ahead, to at least dead 
astern. 

(4) From the main steering position, 
the field of vision must extend over an 
arc from dead ahead to at least 60 de-
grees on either side of the vessel. 

(b) A clear view must be provided 
through at least two front windows at 
all times regardless of weather condi-
tions. 

[CGD 85–099, 55 FR 32247, Aug. 8, 1990] 

§ 164.19 Requirements for vessels at 
anchor. 

The master or person in charge of 
each vessel that is anchored shall en-
sure that: 

(a) A proper anchor watch is main-
tained; 

(b) Procedures are followed to detect 
a dragging anchor; and 

(c) Whenever weather, tide, or cur-
rent conditions are likely to cause the 
vessel’s anchor to drag, action is taken 
to ensure the safety of the vessel, 
structures, and other vessels, such as 
being ready to veer chain, let go a sec-
ond anchor, or get underway using the 
vessel’s own propulsion or tug assist-
ance. 

[CGD 74–77, 42 FR 5956, Jan. 31, 1977] 

§ 164.25 Tests before entering or get-
ting underway. 

(a) Except as provided in paragraphs 
(b) and (c) of this section no person 
may cause a vessel to enter into or get 
underway on the navigable waters of 
the United States unless no more than 
12 hours before entering or getting un-
derway, the following equipment has 
been tested: 

(1) Primary and secondary steering 
gear. The test procedure includes a vis-
ual inspection of the steering gear and 
its connecting linkage, and, where ap-
plicable, the operation of the following: 

(i) Each remote steering gear control 
system. 

(ii) Each steering position located on 
the navigating bridge. 

(iii) The main steering gear from the 
alternative power supply, if installed. 

(iv) Each rudder angle indicator in 
relation to the actual position of the 
rudder. 
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